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HYB R I D
PAINT

COATING

PRECAUTIONARY INFORMATION: Before using this product, 
please reference Product Label and/or Safety Data Sheet for 
Health and Safety Information.

NOTE: Laws controlling the acceptable amounts of Volatile 
Organic Compounds (VOC’s) vary by state, and in some cases 
by locality. For surface preparation and clean-up activities, 
consult federal, state and local regulations regarding use of 
products containing VOCs in your area.

PREPARATION STEPS FOR
MEGUIAR’S® HYBRID PAINT COATING

DO NOT APPLY MEGUIAR’S HYBRID PAINT COATING
TO MATTE FINISHES.

Always work in the shade on a cool surface. 
Step 1 - WASH: Wash the vehicle thoroughly using a pH 
balanced car wash soap such as Meguiar’s® Gold Class™ 
Car Wash Shampoo. Dry the vehicle completely - pay special 
attention to clean & dry cracks and crevices that may hold 
dust, dirt or other contamination.

PRO TIP:  For maximum coating durability & appearance, a 
clean, smooth & polished surface is recommended
(steps 2-4 below).

Step 2 - REMOVE ABOVE SURFACE CONTAMINANTS: Feel 
the surface of the paint by dragging your fingertips along the 
paint surface. If the paint is smooth, you can skip this step. 
If the paint is not smooth and small bumps on the surface are 
felt, use Meguiar’s® Smooth Surface™ Clay Kit to safely 
remove all above surface contaminants.

*Step 3 - DEFECT REMOVAL / PAINT CORRECTION: *This
is an optional step, but highly recommended for optimal 
gloss & coating performance. A smooth, polished surface
greatly enhances the ability of the coating to bond and perform. 
Use Meguiar’s® Ultimate Compound to remove below surface 
defects like scratches & swirls from the paint as needed. 

Step 4 - FINAL PREP: Thoroughly remove all compound & 
polishing oils from the surface using Meguiar’s® M122 Surface 
Prep. Mist M122 onto a 3’ by 3’ foot section at a time & let 
dwell for up to 1 minute before wiping off with a clean microfiber 
towel. Repeat this process over the entire vehicle to ensure 
that the paint surface is completely clean & prepared for 
maximum bonding between the paint & the coating.

1 2 APPLICATION STEPS FOR
MEGUIAR’S® HYBRID PAINT COATING

APPLY: (Do not apply below 60°F/15°C). Spray Hybrid Paint 
Coating directly onto the applicator pad for 3 seconds, evenly 
coating the pad’s surface. Place the pad face down on the paint 
and spread in a cross-hatch or (“X”) pattern with 50% 
overlapping passes to ensure complete, even coverage in a 2’ 
by 2’ section. Repeat the process to cover one full panel at a 
time, i.e. a door, at a time. 

REMOVE: After applying to the entire panel, immediately 
wipe off excess coating using one of the included microfiber 
towels folded into 1/8ths (fold in half, then fold in half again 
to provide 8 clean sections). Using small circular motions, 
remove the excess product from the panel, flipping to a 
clean side of the towel for the final wipe. In temperatures 
below 73°F/23°C, allow the product to sit for one 1 minute 
before removal. 

Repeat this process to coat the entire vehicle. 

If any streaking or oily residue remains, replace the used 
microfiber towel with a new, clean microfiber towel & wipe 
the area again. Clean, fresh towels are essential for coating 
leveling and removal of excess coating. After the vehicle 
has been coated, discard the microfiber towels and applicator 
as they will lose absorbency. 

Optional: A second coat can be applied 1 hour after the first 
coat has been removed from the surface to ensure that no 
areas have been missed during the first application. Use a 
clean set of microfiber towels for product removal if applying 
a second coat.

MAINTENANCE & TIPS FOR
MEGUIAR’S® HYBRID PAINT COATING

Avoid chemicals or washing for 7 days to allow Hybrid Paint 
Coating to cure fully. After the first week, perform a traditional 
bucket wash & look for missed spots. If beading is lacking, wipe 
area dry, spray & wipe with M122, & then re-apply the coating 
to that area. 

Regular washing (weekly) is essential for optimal coating 
performance. Do not allow hard water spots, bird droppings 
or other contaminants to sit on the paint – remove as quickly 
as possible with a wash or detailer. Avoid any car wash tunnels 
that make physical contact with the car – touchless car washes 
are safe. 

Use Meguiar’s® Hybrid Ceramic Wash & Wax and/or Meguiar’s® 
Hybrid Ceramic Detailer at least once every 3 months to maximize 
the longevity of the Hybrid Paint Coating to ensure maximum 
hydrophobic water beading protection.

CAUTION: After being coated with Hybrid Paint Coating, do 
not use clay, polish and liquid or paste waxes on your vehicle 
as these will remove or diminish the effect of the coating.
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THIS SPACE INTENTIONALLY
LEFT BLANK.

DO NOT EXPOSE VEHICLE TO
MOISTURE FOR 24 HOURS.




